
 

 

 
Gold White Petroleum Jelly 

Gold White Petroleum Jelly is manufactured using highly refined paraffinic white mineral oils and 
waxes. This ensures the products are as per the pharmacopeia requirements. Various grades of Petroleum 
Jellies catering to Pharma & personal care products as well as technical grades for less critical 
applications and meeting specifications of customers are manufactured. It’s complies the requirements 
of pharmacopeia (IP, USP& BP) and is manufactured as per the GMP norms. 
 
GRADE: IP/USP/BP 
  
FEATURES: 

  Stable 
  Non Water Soluble 
 Topical Lubricant 
 Soothing Ointment 

 

Sr. No. Properties Unit Method Specification 

1 Description  Visual 

White Translucent, soft mass, 
Unctuous to touch, Odorless and 
tasteless, not more than slightly 
fluorescent by day light when 

melted. 

2 Congealing point °C ASTM D 938 47 - 54 

3 Melting Point (Capillary) °C USP - III 52 - 63 

4 Consistency @25 °C dmm USP 160 - 175 

5 Kinematic Viscosity @100°C cSt ASTM D-445 5 - 7 

6 Acidity/Alkalinity - USP To Comply 

7 
Light Absorbance 290nm 
0.05%(w/v) USP 0.5 Max 

8 Organic Acids - USP To Pass 

9 Fixed oils, fats and resins USP To Pass 
 

 Packaging Options:  GOLD WHITE PETROLEUM JELLY is offered in 40 KG, 170 KG & Bulk Supply.  

Health & Safety: See corresponding product MSDS 

 

The information contained herein is, to our best knowledge, true and accurate, but all recommendations or 
suggestions are made without guarantee, since the conditions of use are beyond our control. There is no 
implied warranty of merchantability or fitness for purpose of the product or products described herein. In 
submitting this information, no liability is assumed or license or other rights express or implied given with 
respect to any existing or pending patent, patent applications or trademarks. The observance of all legal 
regulations and patents is the responsibility of the user.           


